
Today, wired and plate wired glass are not considered as just “safety glass” anymore. 
According to today’s state of the art, only ertex laminated safety glass conforming 
to applicable standards should be used for buildings that need to conform to current 
building codes and are not subject to renovation.

A structural verification of residual load capacity must be provided especially for 
overhead glazing with an incline > 15°.

ertex Renaissance
ertex laminated safety glass in four different wired glass and wired plate glass looks – offering load 
bearing capacity in case of breakage

E RT L   G L A S   G R O U P   O F   C O M PA N I E SBuilt with safety in mind.

DOWNLOAD

Renaissance
Laminated safety glass in wired glass look
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E RT L   G L A S   G R O U P   O F   C O M PA N I E S

ERTL GLAS AG
Sales Germany
Florian Fuchs
fuchs@ertl-glas.at 
Phone: +49 177 2144 770

ERTL GLAS AKTIENGESELLSCHAFT
Franz-Kollmann-Straße 3
A-3300 Amstetten
Phone: +43 7472 62700
info@ertl-glas.at
www.ertl-glas.at

FILIALBETRIEB WAIDHOFEN/YBBS
Urltalstraße 13
A-3340 Waidhofen a. d. Ybbs
Phone: +43 7442 52568

EGGER GLAS GMBH
Gersdorf 170
A-8213 Gersdorf an der Feistritz
Phone: +43 3113 3751-0
office@egger-glas.at
www.egger-glas.at

EGGER GLAS GMBH
Holochergasse 11
A-1150 Wien
Phone: +43 1 786 57 92
office.wien@egger-glas.at

ERTL GLAS STEKLO
PROIZVODNJA STEKLA D.O.O.
Kolodvorska Ulica 22
SLO-1310 Ribnica
Phone: +386 1 83 50 500
info@ertl-glas.si
www.ertl-glas.at

ERTL GLAS S.R.O.
Zděbradská 60
CZ-25101 Řičany-Jažlovice
Phone: +420 323 637 480
info@ertlglas.cz
www.ertl-glas.at

WMA-GLASS S.R.O.
Školní 70
CZ-46331 Chrastava
Phone: +420 724 955 297
objednavky@wma-glass.cz
www.wma-glass.cz

ERTL GLAS S.r.l
Via IV Novembre 57
I-38030 Roveré della Luna
Phone: +39 0461 163 78 16
info@ertl-glas.it
www.ertl-glas.at
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Black ceramic digital print on ertex laminated safety 
glass. Similar to a wire mesh, the print is visible on 
both sides of the glass. The single panes consist of 
standard-compliant tempered or thermally toughened 
glass. The coloured surfaces are abrasion, scratch and 
moisture resistant and withstand acids and alkalis. Due 
to the thin compressive stress layer the glass is suitable 
for laminated configurations.

Design: wired glass, smooth Design: wired glass, wavy

Design: wired plate glass, wavy

Design: wired plate glass, smooth


